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LEWIS ACID AS GELATION RETARDER FOR
CROSSLINKABLE POLYMER
COMPOSITIONS

CROSS-REFERENCE TO RELATED
APPLICATIONS

This application is a continuation of U.S. application Ser.
No. 12/717,004 filed on Mar. 3, 2010.

BACKGROUND

1. Technical Field

The invention generally relates to producing crude oil or
natural gas from a well drilled into a subterranean formation.
More particularly, the invention is directed to improved treat-
ment fluids and methods that are capable of forming
crosslinked gels in subterranean formations. A particular
application of the invention is for conformance control. Pro-
duction of unwanted water from a hydrocarbon producing
well can be a limiting factor in the productive life of a well.

2. Background Art

Oil or gas is naturally occurring in certain subterranean
formations. A subterranean formation having sufficient
porosity and permeability to store and transmit fluids is
referred to as a reservoir. A subterranean formation that is a
reservoir for oil or gas may be located under land or under a
seabed offshore. Oil or gas reservoirs are typically located in
the range of a few hundred feet (shallow reservoirs) to a few
tens of thousands of feet (ultra-deep reservoirs) below the
ground or seabed.

In order to produce oil or gas, a wellbore is drilled into a
subterranean formation that is an oil or gas reservoir. A well-
bore can include an openhole or uncased portion. A wellbore
can have vertical and horizontal portions, and it can be
straight, curved, or branched.

Various types of treatments are commonly performed on
wells or subterranean formations penetrated by wells. For
example, stimulation is a type of treatment performed on a
subterranean formation to restore or enhance the productivity
of oil or gas from the subterranean formation. Stimulation
treatments fall into two main groups: hydraulic fracturing and
matrix treatments. Fracturing treatments are performed above
the fracture pressure of a subterranean formation to create or
extend a fracture in the rock. The fracture is propped open
with sand or other proppant to provide a highly permeable
flow path between the formation and the wellbore. Matrix
treatments are performed below the fracture pressure of a
subterranean formation. Matrix treatments can include, for
example, treatments to consolidate a matrix of unconsoli-
dated rock particles so that less particulate is produced with
the produced hydrocarbon or to alter the permeability of the
matrix of a subterranean formation to improve fluid flow
through the formation.

When oil or gas is produced from subterranean formations,
water often accompanies the produced oil or gas. The source
of the water can be a water producing zone communicating
with the oil or gas producing formation through a fracture,
high-permeability streak, high-permeability zone, and the
like, or it can be caused by a variety of other occurrences
which are well known to those skilled in the art, such as water
coning, water cresting, bottom water, lateral channeling,
channeling at the wellbore, etc.

In addition, the source of the water can be the result of
waterflood techniques, which is a type of secondary recovery
to improve production of oil. Secondary recovery is the sec-
ond stage of hydrocarbon production during which an exter-
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nal fluid such as water, gas, or alternating both fluids is
injected into the reservoir through one or more injection wells
penetrating a subterranean formation that has fluid commu-
nication with a production well. The purpose of secondary
recovery is to maintain reservoir pressure and to displace
hydrocarbons toward the wellbore of a production well. In
waterflooding, water is injected into a reservoir to displace
residual oil. The water from injection wells sweeps the dis-
placed oil toward a production well. Potential problems asso-
ciated with waterflood techniques include inefficient recov-
ery due to variable permeability and other conditions
affecting fluid transport within the reservoir. Early water
breakthrough to the production well may cause production
and surface processing problems.

Conformance control is a type of well treatment directed to
improve the injection or production profile of a well. Con-
formance control is sometimes referred to as profile modifi-
cation. Conformance control encompasses procedures that
enhance recovery efficiency, such as by reducing the propor-
tion of water produced with the oil or gas. Problems of high
water production caused by permeability variations in a sub-
terranean formation have been corrected, for example, by
reducing the permeability of a portion of the subterranean
formation having high permeability and low oil or gas con-
tent.

There are at least two types of methods for reducing the
permeability of a portion of a subterranean formation. One
method involves the injection of a polymer that is capable of
being crosslinked to form a gel within the matrix of the
subterranean formation. The gel physically blocks fluid flow
through the portion of the formation in which the gel has been
placed, directing all fluid flow around the portion of the for-
mation or inducing the production from the non-drained por-
tions. This method is sometimes referred to as permeability
blocking. As a result of this kind of treatment, fluid flow is
directed through other portions of the subterranean formation
having lower permeability. The polymer compositions for use
in this method are sometimes referred to as crosslinkable
polymer compositions.

Another method for reducing the permeability of a subter-
ranean formation involves the injection of a chemical that
attaches to adsorption sites on the rock surfaces within the
matrix of the subterranean formation. The attached chemical
is adapted to reduce the water permeability through the for-
mation without substantially reducing the hydrocarbon per-
meability. These chemicals are sometimes referred to as rela-
tive permeability modifiers.

Crosslinkable polymer compositions have included, for
example, water-soluble polymers including copolymers of
acrylamide and acrylic acid crosslinked with chromium or
other transition metal ions. In accordance with an early tech-
nique, an aqueous solution of one or more of the polymers or
copolymers mixed with a crosslinking metal ion is injected
into the subterranean formation and allowed to cross-link
therein. However, it has heretofore been found that the metal
cross-linked gels formed have often been ineffective at high
temperatures, i.e., at temperatures above about 180° F. (82°
C.) because of the instability of the crosslinker or polymer.
This has resulted in uncontrolled crosslinking rates (too
rapid), crosslinker precipitation, polymer degradation, or
inefficient solution propagation through the rock matrix. In
attempts to correct these problems, the crosslinking metal ion
has been coordinated with a ligand such as acetate or propi-
onate to slow the reaction of the metal ion with the polymer.
While this and other techniques have been utilized success-
fully, the use of some metal ions, e.g., chromium, has adverse
environmental effects, and the metal ionused can be adsorbed
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by formation materials whereby it is prevented from func-
tioning to crosslink the polymer.

U.S. Pat. No. 4,773,481 to Allison et al. entitled “Reducing
Permeability of Highly Permeable Zones in Underground
Formations,” issued on Sep. 27, 1988, which is incorporated
herein by reference in its entirety, describes a process for
reducing the permeability of a subterranean formation by the
cross-linking of water-soluble polymers of polyalkylene imi-
nes and polyalkylenepolyamines with certain polymers
which are anionic or hydrolyzable to form anionic polymers.
Examples of the anionic polymers are polyacrylamide and
alkylpolyacrylamides, copolymers of polyacrylamide and
alkylpolyacrylamides with ethylene, propylene and styrene,
polymaleic anhydride and polymethylacrylate, and hydroly-
sis products thereof. As described in the patent, when the
water-soluble polymer and the anionic polymer are mixed, a
viscous gel is quickly formed. In use, a solution of the water-
soluble polymer is pumped into the subterranean formation
first, followed by water to displace the water-soluble polymer
from the wellbore to thereby prevent premature gelling upon
introduction of the anionic polymer. Thereafter, the anionic
polymer is pumped into the formation. This three-step pro-
cedure has a number of disadvantages in practice and is costly
to perform, but it is necessary because the water-soluble
polyalkylene imine or polyalkylenepolyamine reacts very
quickly with the anionic polymer and cannot be premixed
without premature gelation.

U.S. Pat. No. 5,836,392 having named inventor Phillip
Lance Urlwin-Smith, entitled “Oil And Gas Field Chemi-
cals,” issued on Nov. 17, 1998, and assigned of record to
Halliburton Energy Services, Inc., which is incorporated
herein by reference in its entirety, discloses a method for
conformance control of a reservoir comprising injecting into
a zone of the reservoir an aqueous solution of a co-polymer
comprising at least one ethylenically unsaturated polar mono-
mer and at least one copolymerizable ethylenically unsatur-
ated ester formed from a hydroxy compound of the formula
ROH wherein R is a selected alkyl group, alkenyl group,
cycloalkyl group, aryl group or such groups substituted with
from 1 to 3 hydroxyl, ether or thio ether groups or a hetero-
cyclic or selected heterocyclic alkylene group and at least one
heteroatom selected from oxygen, nitrogen and sulfur and a
selected alkenoic or aralkenoic carboxylic acid or sulfonic or
phosphoric acid together with a crosslinking agent compris-
ing a multi-valent metal ion capable of crosslinking an acrylic
acid polymer to form a viscous gel. The injected fluid is
flowed through at least a portion of a high permeability region
within said zone wherein it is heated to an elevated tempera-
ture whereupon crosslinking of the polymers occurs to form a
substantially non-flowable gel within said high permeability
region. The crosslinking of the injected fluid to form the
non-flowable gel within the formation reduces the permeabil-
ity of said region in said zone.

U.S. Pat. No. 6,192,986 to Phillip Lance Urlwin-Smith,
entitled “Blocking Composition For Use In Subterranean
Formation,” issued on Feb. 27, 2001, and assigned of record
to Halliburton Energy Services, Inc., which is incorporated
herein by reference in its entirety, describes a way of avoiding
the use of metal ion cross-linking agents and of controlling
the gelling rate of polymers whereby premixes of polymer
and a gelling agent can be made and safely injected into a
downhole formation without serious risk of premature gela-
tion. The composition comprises a water-soluble copolymer
comprising (i) at least one non-acidic ethylenically unsatur-
ated polar monomer and (ii) at least one polymerizable eth-
ylenically unsaturated ester; and (iii) at least one organic
gelling agent, characterized in that the gelling agent is a

10

15

20

25

30

35

40

45

50

55

60

65

4

polyalkyleneimine, polyfunctional aliphatic amine, an
aralkylamine, or a heteroaralkylamine. The gelling agents are
free from metal ions, and are preferably water-soluble poly-
mers capable of cross-linking the copolymers. Among the
preferred water-soluble polymers for use as gelling agents are
polyalkyleneimines, polyalkylenepolyamines, and mixtures
thereof. Additional details concerning these polymers and
their preparation are disclosed in U.S. Pat. No. 3,491,049,
which is also incorporated herein by reference in its entirety.
The preferred polyalkylenepolyamines are the polymeric
condensates of lower molecular weight polyalkylenep-
olyamines and a vicinal dihaloalkane. The polyalkylene-
imines are best illustrated by polymerized ethyleneimines or
propyleneimine. The polyalkylenepolyamines are exempli-
fied by polyethylene and polypropylenepolyamines. Other
gelling agents which can be used include water-soluble poly-
functional aliphatic amines, aralkylamines, and heteroaralky-
lamines optionally containing other hetero atoms. The
method of conformance control of a subterranean reservoir
comprises: (a) injecting into a formation an aqueous solution
of'a composition of the invention; (b) allowing the solution to
flow through at least one permeable zone in said formation;
and (c) allowing the composition to gel. As the solution is
pumped downhole and permeates into the zone, it heats up
and eventually reaches the downhole temperature after which
gelling occurs.

U.S. Pat. No. 6,176,315 to B. R. Reddy, Larry Eoff, Jiten
Chatterji, San T. Tran, and Dwyann Dalrymple, entitled “Pre-
venting Flow Through Subterranean Zones,” issued on Jan.
23, 2001, and assigned of record to Halliburton Energy Ser-
vices, Inc., which is incorporated herein by reference in its
entirety, discloses methods of preventing the flow of water or
gas or both through a subterranean zone having a high tem-
perature and a depth such that a long pumping time is required
to place a sealing composition therein. The methods basically
comprise the steps of preparing a polymeric sealing compo-
sition comprised of water, a cross-linking agent, and a
selected water-soluble polymer, which reacts with the cross-
linking agent and forms a sealing gel which is stable for a
desired period of time at the temperature of the zone and has
a pumping time before gelation in the presence of the cross-
linking agent, whereby the composition can be pumped to the
depth of the zone and placed therein. Thereafter, the sealing
composition is pumped into the zone and allowed to form a
sealing gel therein. A “gelation accelerating agent” can be
utilized to reduce pumping time before gelation at a given
temperature. The gelation accelerating agent can be a pH
control compound such as an alkali metal carbonate, bicar-
bonate or hydroxide, a mineral acid such as hydrochloric acid,
an organic acid such as acetic acid, a Lewis acid such as boric
acid or other compounds such as ammonium chloride, urea
and lactose. Of these, boric acid is preferred. When utilized,
boric acid is added to the sealing compositions of this inven-
tion in a general amount in the range of from about 0.005% to
about 0.1% by weight of the composition.

U.S. Pat. No. 6,196,317 to Mary Anne Hardy, entitled
“Method and Composition for Reducing the Permeabilities of
Subterranean Zones,” issued on Mar. 6, 2001, and assigned of
record to Halliburton Energy Services, Inc., which is incor-
porated herein by reference in its entirety, describes the steps
of introducing an aqueous solution of a chelated organic
gelling agent and a copolymer of a non-acidic ethylenically
unsaturated polar monomer and an ethylenically unsaturated
ester into a subterranean zone, and then allowing the aqueous
solution to form a cross-linked gel in the zone. The chelated
organic gelling agent is comprised of a water-soluble poly-
alkylene imine chelated with a metal ion, preferably polyeth-
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ylene imine chelated with zirconium. The non-acidic ethyl-
enically unsaturated polar monomer in the copolymer is an
amide of an unsaturated carboxylic acid, preferably acryla-
mide, and the ethylenically unsaturated ester in the copoly-
mer is formed of a hydroxyl compound and an ethylenically
unsaturated carboxylic acid such as acrylic acid, methacrylic
acid and the like. A preferred unsaturated ester is t-butyl
acrylate. In a further aspect, instead of utilizing the above-
described copolymer which is rapidly cross-linked by the
chelated gelling agent once the chelated gelling agent disas-
sociates, the copolymer can be stabilized whereby it does not
cross-link as rapidly at high temperatures and also has greater
long-term gel strength after being cross-linked by forming it
into a terpolymer or a tetrapolymer. That is, instead of a
copolymer, the above-described non-acidic ethylenically
unsaturated polar monomer, preferably acrylamide, and the
ethylenically unsaturated ester, preferably t-butyl acrylate,
are reacted with AMPS® (2-acrylamido-2-methylpropane
sulfonic acid) and/or N-vinylpyrrolidone to produce a ter-
polymer, e.g., polyacrylamide/t-butyl acrylate/ AMPS® or
polyacrylamide/t-butyl acrylate/N-vinylpyrrolidone or a tet-
rapolymer, e.g., polyacrylamide/t-butyl acrylate/ AMPS®/N-
vinylpyrrolidone. The most preferred terpolymer is polyacry-
lamide/t-butyl acrylate/N-vinylpyrrolidone. The
compositions for reducing the permeability of a subterranean
zone are basically comprised of water, a copolymer of an
ethylenically unsaturated polar monomer, and an ethyleni-
cally unsaturated ester or a terpolymer or tetrapolymer of the
aforesaid polar monomer and ester with AMPS® and/or
N-vinylpyrrolidone, and a chelated organic gelling agent.

As an example of a relative permeability modifier, U.S. Pat.
No. 6,476,196 to Larry Eoff, Raghava Reddy, and Eldon
Dalrypmple, entitled “Methods of Reducing Subterranean
Formation Water Permeability,” issued Nov. 5, 2002, and
assigned to Halliburton Energy Services, Inc., which is incor-
porated herein by reference in its entirety, discloses introduc-
ing into the formation a water flow resisting chemical which
attaches to adsorption sites on surfaces within the porosity of
the formation and reduces the water permeability thereof
without substantially reducing the hydrocarbon permeability
thereof. The water flow resisting chemical is comprised of a
polymer of at least one hydrophilic monomer and at least one
hydrophobically modified hydrophilic monomer.

U.S. Pat. No. 6,838,417 to Ron C. M. Bouwmeester and
Klass A. W. Van Gijtenbeek, entitled “Compositions and
Methods Including Formate Brines for Conformance Con-
trol,” issued Jan. 4, 2005, and assigned to Halliburton Energy
Services, Inc., which is incorporated herein by reference in its
entirety, discloses compositions and methods are provided for
reducing the permeability of subterranean zones. More par-
ticularly, water-soluble polymeric compositions which form
crosslinked gels in the zones. In general, the composition
comprises (a) at least one water-soluble polymer; (b) at least
one organic gelling agent capable of cross-linking the water-
soluble polymer; and (c) at least one water-soluble formate.
More preferably, the water-soluble polymer is a copolymer of
(1) at least one non-acidic ethylenically unsaturated polar
monomer, and (ii) at least one polymerizable ethylenically
unsaturated ester. The gelling agent is preferably a polyalky-
leneimine, polyfunctional aliphatic amine, an aralkylamine,
and a heteroaralkylamine. The preferred water-soluble for-
mate is selected from the group consisting of ammonium
formate, lithium formate, sodium formate, potassium for-
mate, rubidium formate, cesium formate, and francium for-
mate. Water is used to make an aqueous composition prior to
use in a subterranean formation. The methods of this inven-
tion for reducing the permeability of a subterranean zone are
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comprised of the steps of introducing an aqueous composi-
tion according to the invention into a subterranean zone, and
then allowing the aqueous composition to form a cross-linked
gel in the zone. Preferably, the method includes the step of
subsequently producing hydrocarbons from the subterranean
formation.

U.S. Pat. No. 7,091,160 to Bach Dao et al., entitled “Meth-
ods and Compositions for Reducing Subterranean Formation
Permeabilities,” issued Aug. 15, 2006, and assigned to Halli-
burton Energy Services, Inc., which is incorporated herein by
reference in its entirety, discloses methods and compositions
for reducing the permeabilities of subterranean formations or
zones are provided. The methods are comprised of introduc-
ing an aqueous composition into the formation or zone com-
prised of water, a water soluble organic polymer, an organic
gelling agent for cross-linking the organic polymer and a gel
retarder comprised of a chemical compound (e.g., polysuc-
cinimide or polyaspartic acid) that hydrolyzes or thermolyzes
to produce one or more acids in the composition and then
allowing the aqueous composition to form a cross-linked gel
in the formation or zone.

U.S. Pat. No. 7,128,148 to Larry S. Foff and Michael J.
Szymanski, entitled “Well Treatment Fluid and Methods for
Blocking Permeability of a Subterranean Zone,” issued Oct.
31, 2006, and assigned to Halliburton Energy Services, Inc.,
which is incorporated herein by reference in its entirety, dis-
closes a well treatment fluid for use in a well, the well treat-
ment fluid comprising water, a water-soluble polymer com-
prising at least one unit of vinyl amine, and an organic
compound that is crosslinked with the polymer. It also dis-
closes a method of treating a subterranean formation pen-
etrated by a wellbore, the method comprising the steps of: (a)
forming a treatment fluid comprising water, a water-soluble
polymer comprising at least one unit of vinyl amine, and an
organic compound that is crosslinked with the polymer; and
(b) introducing the treatment fluid through the wellbore and
into contact with the formation.

U.S. Pat. No. 7,287,587 to B. Raghava Reddy, Larry S.
Eoff, Eldon D. Dairymple, and Julio Vasquez, entitled
“Crosslinkable Polymer Compositions and Associated Meth-
ods,” issued Oct. 30, 2007, and assigned to Halliburton
Energy Services, Inc., which is incorporated herein by refer-
ence in its entirety, discloses crosslinkable polymer compo-
sitions comprising an aqueous fluid; a water-soluble polymer
comprising carbonyl groups; an organic crosslinking agent
capable of crosslinking the water-soluble polymer compris-
ing carbonyl groups; and a water-soluble carbonate retarder.
Methods comprising: providing a crosslinkable polymer
composition; introducing the crosslinkable polymer compo-
sition into a portion of a subterranean formation; and allowing
the crosslinkable polymer composition to form a crosslinked
gel in the portion of the subterranean formation.

Halliburton Energy Services, Inc. has employed a
crosslinkable polymer system of a copolymer of acrylamide
and t-butyl acrylate, where the crosslinking agent is polyeth-
ylene imine. These materials are commercially available from
Halliburton Energy Services, Inc. as part of the H,Zero™
conformance control service. The H,Zero™ service employs
acombination of HZ-10™ polymer and HZ-20™ crosslinker.
HZ-10™ polymer is a low molecular weight polymer con-
sisting of polyacrylamide and an acrylate ester. More particu-
larly, HZ-10™ polymer is a co-polymer of acrylamide and
t-butyl acrylate (“PAtBA”). The HZ-20™ crosslinker is a
polyethyleneimine (which is not chelated). The H,Zero™
service for conformance control includes mixing the HZ-10
with the HZ-20™ crosslinker and injecting the fluid mixture
into a well. The relative amounts of HZ-10 and HZ-20™
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crosslinker to be used in the preparation of H,Zero™ can be
adjusted to provide gelling within a specified time frame
(within certain limits) based on reaction conditions such as
temperature and pH. For example, the amount of HZ-20™
crosslinker necessary for gelling is inversely proportional to
temperature wherein higher amounts of HZ-20™ crosslinker
are required at lower temperatures to effect formation of a
viscous gel. Adjustment of the H,Zero™ conformance con-
trol service to provide optimum gelling time (within certain
limits) as a function of temperature and/or pH is known to one
of ordinary skill in the art.

More particularly, it is well known that the gelation time of
the HZ-10™ polymer and HZ-20™ crosslinker decreases
with increasing temperature. It is also believed that a pH of
equal to or greater than 10 was helpful to increase the gelation
time.

Although the above-described water-soluble polymer sys-
tems crosslinked with organic crosslinkers are generally
believed to be thermally stable, for example, it is believed the
crosslinked gel of the H,Zero™ service is stable up to about
400° F. (204° C.). However, the use of the polymer gel system
in conformance applications at matrix temperatures close to
the gel stability temperature is limited by the inadequately
short pump times. When gelling compositions utilizing gela-
tion retarders such as the carbonate salts, as described in U.S.
Pat. No. 7,287,587 discussed earlier, are used in field water,
rich in divalent ions such as calcium ion and magnesium
which contribute to the hardness of water, or sea water diva-
lent and multivalent ions, precipitation of solids, presumably
composed of insoluble magnesium and calcium carbonates,
and other insoluble salts, are formed upon mixing the com-
ponents. Formation of such solid precipitates renders injec-
tion of fluids into the porosity of formation matrix very dif-
ficult or impossible without using high injection pressure
with the possibility of such pressures exceeding the fracture
pressure of the formation matrix. Thus, there are continuing
needs for improved compositions and methods for blocking
the permeabilities of subterranean formations or zones using
a crosslinkable polymer composition where the crosslinking
of the polymer is effectively and simply controlled at high
temperatures.

SUMMARY OF THE INVENTION

The present invention provides compositions and methods
for use in treating a subterranean formation.

According to one embodiment, the invention provides a
treatment fluid for use in a subterranean formation, the treat-
ment fluid comprising: (a) a water-soluble polymer, wherein
the water-soluble polymer comprises a polymer of at least one
non-acidic ethylenically unsaturated polar monomer; (b) an
organic crosslinker comprising amine groups, wherein the
organic crosslinker is capable of crosslinking the water-
soluble polymer; (c) a Lewis acid; and (d) water; wherein the
treatment fluid comprises a crosslinkable polymer composi-
tion.

According to another embodiment, the invention provides
a method for blocking the permeability of a portion of a
subterranean formation penetrated by a wellbore, the method
comprising the steps of: (a) selecting the portion of the sub-
terranean formation to be treated; (b) selecting estimated
treatment conditions, wherein the estimated treatment condi-
tions comprise temperature over a treatment time; (¢) forming
a treatment fluid that is a crosslinkable polymer composition
comprising: (i) a water-soluble polymer, wherein the water-
soluble polymer comprises a polymer of at least one non-
acidic ethylenically unsaturated polar monomer; (ii) an
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organic crosslinker comprising amine groups, wherein the
organic crosslinker is capable of crosslinking the water-
soluble polymer; (iii) a Lewis acid; and (iv) water; (d) select-
ing the water-soluble polymer, the crosslinker, the Lewis
acid, and the water, and the proportions thereof, such that the
gelation time of the treatment fluid is at least 2 hours when
tested under the estimated treatment conditions; and (e)
injecting the treatment fluid through the wellbore into the
portion of the subterranean formation.

As used herein, the words “comprise,” “have,” “include,”
and all grammatical variations thereof are each intended to
have an open, non-limiting meaning that does not exclude
additional elements or steps.

DETAILED DESCRIPTION OF THE INVENTION

As used herein, “subterranean formation” refers to the
fundamental unit of lithostratigraphy. A subterranean forma-
tion is a body of rock that is sufficiently distinctive and con-
tinuous that it can be mapped. In the context of formation
evaluation, the term refers to the volume of rock seen by a
measurement made through the wellbore, as in a log or a well
test. These measurements indicate the physical properties of
this volume, such as the property of permeability. As used
herein, a “zone” refers to an interval or unit of rock along a
wellbore that is differentiated from surrounding rocks on the
basis of hydrocarbon content or other features, such as faults
or fractures.

As used herein, a “well” includes a wellbore and the near-
wellbore region of rock surrounding the wellbore. As may be
used herein, “into a well” means and includes into any portion
of the well, including into the wellbore of the well or into a
near-wellbore region of a subterranean formation along a
wellbore.

As used herein, the word “treatment” refers to a treatment
for a well or subterranean formation that is adapted to achieve
a specific purpose, such as stimulation, isolation, or conform-
ance control, however, the word “treatment” does not neces-
sarily imply any particular purpose. A treatment for a well or
subterranean formation typically involves introducing a treat-
ment fluid into a well.

As used herein, a “treatment fluid” refers to a fluid used in
a treatment of a well or subterranean formation. A treatment
fluid is typically adapted to be used to achieve a specific
treatment purpose, such as stimulation, isolation, or conform-
ance control, however, the word “treatment” in the term
“treatment fluid” does not necessarily imply any particular
action by the fluid. As used herein, a “treatment fluid”” means
the specific composition of a fluid at or before the time the
fluid is introduced into a wellbore.

As used herein, a “fluid” refers to an amorphous substance
having a continuous phase that tends to flow and to conform
to the outline of its container when tested at a temperature of
77°F. (25° C.) and a pressure of 1 atmosphere. A fluid can be
homogeneous or heterogeneous. A homogeneous fluid con-
sists of a single fluid phase with uniform properties through-
out. A heterogeneous fluid consists of at least one fluid phase
and at least one other phase, which can be another fluid or a
different phase, wherein the other phase has different prop-
erties. Examples of a homogeneous fluid include water, oil, or
a solution of one or more dissolved chemicals. An example of
a heterogeneous fluid is a dispersion. A dispersion is system
in which one phase is dispersed in another phase. An example
of a dispersion is a suspension of solid particles in a liquid
phase. Another example of a dispersion is an emulsion. Fur-
ther, a fluid can include an undissolved gas, which undis-
solved gas can be used, for example, for foaming the fluid. An



US 9,127,193 B2

9

aqueous fluid is a fluid that is either a homogeneous aqueous
solution or a heterogeneous fluid wherein the continuous
phase is an aqueous solution. An aqueous solution is a solu-
tion in which water is the solvent.

Preferably, the treatment fluid according to the invention is
a crosslinkable polymer composition. As used herein, a
“crosslinkable polymer composition” refers to a composition
that under the appropriate conditions (e.g., mixing, time, and
temperature) forms a crosslinked gel. As used herein, a
“crosslinked gel” refers to a semi-rigid, jelly-like mass
formed when a polymer and crosslinking agent combine
through a crosslinking reaction.

After placing in a portion of a subterranean formation
under sufficient conditions for crosslinking, the crosslinkable
polymer composition is expected to produce a crosslinked gel
therein, which can at least partially block the flow of water
and other fluid through the portion of the subterranean for-
mation. The crosslinkable polymer composition tends to flow
into any fractures and high permeability streaks in the sub-
terranean formation. After gelling in such portions of the
subterranean formation, the crosslinked gel at least partially
blocks fluid flow and directs fluid flow around such fractures
or high permeability streaks in the formation and instead
through lower permeability portions of the formation. The
basic function of the crosslinked gel is to physically fill and
block the permeability of a portion of a subterranean forma-
tion.

This blocking action of a crosslinked gel is in contrast to
the action of a relative permeability modifier, which is a
chemical that attaches to adsorption sites on surfaces within
the porosity of a subterranean formation and reduces the
water permeability thereof without substantially reducing the
hydrocarbon permeability thereof. The primary functionality
of a relative permeability modifier is to modify the polarity
characteristics of the surfaces of the rock within the forma-
tion, which tends to favor the relative flow of either water or
oil through the formation.

The present invention can be particularly directed to
crosslinkable polymer compositions and associated methods
that form a crosslinked gel for physically blocking the per-
meability of a portion of a subterranean formation.

It is important, however, that a crosslinkable polymer com-
position does not begin to build viscosity before it is placed
into the desired portion of a subterranean formation. If it
builds viscosity too quickly, this would interfere with pump-
ing and placement of the crosslinkable polymer composition
into the formation.

As used herein, the “gelation time” refers to the time a
crosslinkable polymer composition under particular condi-
tions takes to begin building viscosity. The gelation time can
vary widely depending on a number of factors, including, for
example, the nature of the crosslinkable composition and the
nature of conditions the crosslinkable polymer composition is
subjected to. The nature of the crosslinkable composition
includes, for example, the nature of the polymer, the nature of
the crosslinking agent, the nature of any catalyst, the nature of
the fluid, the concentrations of the various components in the
fluid, and the pH if the composition is an aqueous solution.
The nature of the conditions include, for example, any shear
conditions, pressure conditions, and the temperature condi-
tions from the time of forming the crosslinkable polymer
composition to at least the time of placement in a subterra-
nean formation. Regarding temperature conditions, the gen-
eral rule, of course, is that the higher the temperature, the
faster the rate of a chemical reaction, including, for example,
a crosslinking reaction. Therefore, the higher the temperature
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conditions, the shorter the gelation time for a particular
crosslinkable polymer composition under otherwise identical
conditions.

Gelation time can be determined, for example, with a
dynamic coaxial cylinder, controlled shear rate rheometer
that allows viscosity measurements under pressure at
elevated temperatures over time. An example of such a rhe-
ometer is a High-Pressure PVS Rheometer (commercially
available from Brookfield Engineering Laboratories Inc.,
Middleboro, Mass.). Plotting such measurements of viscosity
versus time, the gelation time is determined at the inflection
point of the curve. A description of gel time measurement
methods is given in U.S. Pat. No. 6,176,315, which is incor-
porated herein by reference.

The desired gelation time for a crosslinkable polymer com-
position varies depending on the specific treatment applica-
tion in a specific well. For example, for treating wells of
considerable depth, a longer gelation time may be required to
allow the crosslinkable composition to be pumped to a
desired location in a subterranean formation before the com-
position forms a crosslinked gel. In addition, a wide range of
temperature conditions can be encountered in particular
applications, which present challenges to the use of crosslink-
able polymer compositions and associated methods. For
example, if the bottomhole temperature of the subterranean
formation is sufficiently high, the crosslinkable polymer
composition gelation time may be too short to allow time for
proper placement of the composition. As used herein, the
bottomhole temperature (“BHT”) is the downhole tempera-
ture measured or calculated at a point of interest, such as a
portion of a subterranean formation to be treated. The BHT,
without reference to circulating or static conditions, is typi-
cally associated with producing conditions. The gelation time
of a particular crosslinkable polymer composition can be
effected by other conditions to which it is subjected, such as
pressure and shear rate during pumping and placement.

According to the invention, the composition of a crosslink-
able polymer composition is adapted such that the gelation
time under the estimated treatment conditions over a treat-
ment time is not too short for a desired treatment purpose. As
used herein, the estimated treatment conditions include at
least an estimated temperature profile for the treatment fluid
over the treatment time. The estimated treatment conditions
can additionally include an estimated shear rate and estimated
pressure profile over the course of the treatment time. It
should be understood that the any of the estimated tempera-
ture, shear rate, and pressure profiles over the treatment time
can be constant, ramped, or otherwise varied over the treat-
ment time. As used herein, a “treatment time” is the time
under the treatment conditions measured from the time of
formation of the crosslinkable polymer composition through
the time the crosslinkable polymer composition becomes a
crosslinked gel. The gelation time under the estimated treat-
ment condition should be at least sufficient for desired place-
ment of the crosslinkable polymer composition into a subter-
ranean formation before the gelation time, whereby the
crosslinkable polymer composition can be expected to be
placed as desired before it becomes a crosslinked gel.

For example, in a conformance control treatment using a
treatment fluid comprising a crosslinkable polymer compo-
sition, the treatment fluid is pumped down a wellbore and into
the matrix of a subterranean formation. The amount of the
treatment fluid to be pumped depends upon several factors,
including the length of the formation to be treated along the
wellbore and the desired depth of penetration outward from
the wellbore. This depth of penetration may vary, but is typi-
cally at least 2 feet away from the wellbore and may be as



US 9,127,193 B2

11

muchas 25 feet away from the wellbore. It is typically desired
to place the entire amount of the treatment fluid into the
formation of interest before the crosslinkable polymer com-
position begins to build viscosity. Therefore, there is a finite
amount of pumping time to place the treatment fluid.

One factor involved in determining this pump time is the
depth ofthe zone of interest of a subterranean formation to be
treated. In addition, injectivity tests can be performed on the
zone of interest, typically using brine solutions, which can
indicate the rate at which fluids can be pumped into the
formation. Therefore, the amount of time required to pump
the treatment fluid into place in a subterranean formation can
be determined.

In addition to the pump time, the estimated treatment con-
ditions for a treatment can be determined by a person of skill
in the art, including based on the depth, bottomhole tempera-
ture, and injectivity profile of the subterranean formation. As
mentioned above, the estimated treatment conditions include
at least an estimated temperature profile for the treatment
fluid over the course of the treatment time. The estimated
treatment conditions can additionally include an estimated
shear rate profile for the injection of the treatment fluid over
the course of the treatment time and an estimated pressure
profile for the injection of the treatment fluid over the course
of the treatment time. As a safety factor, the estimated treat-
ment conditions are usually estimated to be more extreme
than the actual injection treatment conditions. For example,
instead of estimating a temperature profile of increasing tem-
perature for the treatment fluid over the course of the treat-
ment time, the estimated treatment conditions can assume
that the temperature is constant at the bottomhole temperature
of the formation. Similarly, the shear rate may actually be
zero after placement of the treatment fluid in the formation,
however, the estimated treatment conditions may assume a
constant shear rate. These will provide a margin against pre-
mature gelation of treatment using a crosslinkable polymer
composition.

According to current technology, the pump time for such a
treatment fluid is rarely determined to be less than about 1
hour. Accordingly, the required gelation time in accordance
with the estimated treatment conditions is usually determined
to be at least 1 hour. In addition, at least 1 hour is preferably
added to the required gelation time as a safety factor against
interruption or other difficulty during pumping, for example,
in case the pumping operation is interrupted due to pump
breakdown or other mechanical failures. Therefore, it is often
desirable to provide a gelation time under the estimated treat-
ment conditions that is at least 2 hours. On the other hand, it
is desirable to provide a gelation time that is not too long,
either. Accordingly, the gelation time should be less than 100
hours under the estimated treatment conditions. A preferred
gelation time under the estimated treatment conditions for a
well treatment on a subterranean formation is usually in the
range of about 2 hours to about 4 hours.

To help increase the gelation time of a crosslinkable poly-
mer composition under the applicable conditions, a pre-cool
step can be employed, which involved injecting a cooled fluid
into the wellbore to lower the temperature profile of the
wellbore and formation just prior to introducing a treatment
fluid comprising a crosslinkable polymer composition. In an
embodiment of the method of the invention, it will sometimes
be possible to reduce the volume of any pre-cool stage and
consequently the time and expense required to conduct a
pre-cool step. In any case, as the treatment fluid is pumped
downhole and permeates into a subterranean formation, it is
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heated up by the higher temperature of the formation and
eventually reaches equilibrium with the natural downhole
temperature of the formation.

According to the methods of the present invention, the
permeability of the portion of the subterranean formation to
be treated is preferably high, but the methods can be useful
even if the permeability is as low as about 1 mD.

1. TREATMENT FLUIDS

As mentioned, according to one embodiment, the invention
provides a treatment fluid for use in a subterranean formation,
the treatment fluid comprising: (a) a water-soluble polymer,
wherein the water-soluble polymer comprises a polymer of at
least one non-acidic ethylenically unsaturated polar mono-
mer; (b) an organic crosslinker comprising amine groups,
wherein the organic crosslinker is capable of crosslinking the
water-soluble polymer; (¢) a Lewis acid; and (d) water;
wherein the treatment fluid comprises a crosslinkable poly-
mer composition.

Unless otherwise specified, any doubt regarding whether
units arein U.S. or Imperial units, in the few cases where there
is any difference, U.S. units are intended herein. For example,
“gal/Mgal” means U.S. gallons per thousand U.S. gallons. In
addition, unless otherwise specified, any percentage means
by weight.

A. Water-Soluble Polymer

A water-soluble polymer useful in the compositions of this
invention is formed from at least one non-acidic ethylenically
unsaturated polar monomer. More preferably, the polymer is
a copolymer of at least one non-acidic ethylenically unsatur-
ated polar monomer and at least one ethylenically unsaturated
ester.

(1) Non-Acidic Ethylenically Unsaturated Polar Monomer

The non-acidic ethylenically unsaturated polar monomer
may be derived from an unsaturated carboxylic acid wherein
the unsaturated group is vinyl or alpha methyl vinyl. The
polar monomer formed from the acid is non-acidic and is
preferably a primary, secondary, or tertiary amide of the
unsaturated carboxylic acid. The amide can be derived from
ammonia or a primary or secondary alkylamine, e.g., an alkyl
amine having from 1 to 10 carbon atoms which may also be
substituted by at least one hydroxyl group. That is, the amide
of the acid can be an alkylol amide such as ethanolamide.
Examples of suitable non-acidic ethylenically unsaturated
polar monomers are acrylamide, methacrylamide, and acrylic
ethanol amide. The non-acidic ethylenically unsaturated
polar monomer may also be a vinyl heterocyclic compound
with at least an oxygen, sulfur, or nitrogen atom in a ring with
3 to 8 carbon atoms, such as one with at least one carbonyl
group in the ring, e.g., N-vinyl pyrrolidone, N-vinyl capro-
lactam, or a vinyl pyridine.

(i1) Copolymer with Ethylenically Unsaturated Ester

The presence of the ester moiety in polymers for use in the
invention is expected to be unnecessary since the gelation
retarder delays the gelation time and thus enables the copoly-
mer to be premixed with crosslinker before being pumped
downhole. Nevertheless, the ester moiety can provide addi-
tional control of the gelation time and may be helpful. If the
ester moiety is included in the copolymer, it is preferred that
the ester group be such as to provide steric hindrance and, for
this purpose, bulky ester groups such as t-butyl, for example,
are preferred. The precise delay in cross-linking and gelation
caused by the ester group will vary from copolymer to
copolymer, as will be clear to those skilled in the art. Some
experimental trial may, therefore, be necessary to determine
the optimum with any particular copolymer. The nature and
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amount of the ester will be such as to provide a delay in the
gelation time (compared to a homopolymer omitting any
ester component), sufficient, for example, to enable a premix
to be pumped into a formation without premature gelling.

The ethylenically unsaturated esters which can be used
with the non-acidic ethylenically unsaturated polar monomer
described above to form a copolymer can be formed from an
ethylenically unsaturated carboxylic acid and a hydroxyl
compound. The ethylenically unsaturated group is preferably
in the alpha to beta or the beta to gamma position relative to
the carboxyl group or may be further distant.

Preferred ethylenically unsaturated carboxylic acids for
use in forming the ethylenically unsaturated esters have in the
range of from 3 to 20 carbon atoms. Examples of these acids
are acrylic acid, methacrylic acid, crotonic acid, and cinnamic
acids.

The hydroxyl compound for use in forming the ethyleni-
cally unsaturated esters is preferably an alcohol of the for-
mula ROH, where R is a hydrocarbyl group. Preferred hydro-
carbyl groups are alkyl groups having from 1 to 30 carbon
atoms, alkenyl groups having from 2 to 20 carbon atoms,
cycloalkyl groups having from 5 to 8 carbon atoms, aryl
groups such as aromatic hydrocarbyl groups having from 6 to
20 carbon atoms, and arylalkyl groups having from 7 to 24
carbon atoms. Specific examples of R groups are methyl,
ethyl, propyl, butyl, amyl, hexyl, octyl, 2-ethylhexyl and
decyl (including all stereoisomers), allyl, cyclohexyl, palmi-
tyl, stearyl, phenyl, and benzyl.

The R group of the hydroxyl compound may also be a
hydrocarbyl group substituted by at least one, e.g., from 1 to
3 substituents, such as hydroxyl, ether, and thioether groups.
Electron donating group substituents are preferred. Ether
substituents are also preferred, especially alkoxy, aryloxy,
and arylalkoxy in which the alkyl, aryl, and arylalkyl groups
may be as described above. Preferably, the substituent is on
the same carbon atom of the R group as is bonded to the
hydroxyl group in the hydroxyl compound with alkoxym-
ethyl and arylalkyloxy methyl groups being preferred.

The R group of the hydroxyl compound may also comprise
a heterocyclic group either for bonding directly to the
hydroxyl group of ROH or separated therefrom by an alky-
lene group having 1 to 4 carbon atoms such as methylene.
Thus, the R group may be a saturated or unsaturated hetero-
cyclic or heterocyclic alkylene group, e.g., having 3 to 8
carbon atoms and at least one or two ring heteroatoms
selected from oxygen, nitrogen, and sulfur. Examples of such
groups are furyl, tetrahydrofuryl, furfuryl and tetrahydrofur-
furyl, pyranyl, and tetrahydropyranyl.

The hydroxyl compound may be a primary, secondary, iso,
or tertiary compound, preferably with a tertiary carbon atom
bonded to the hydroxyl group, e.g., tert-butyl and trityl. Pre-
ferred R groups are tert-butyl, trityl, methoxymethyl, benzy-
loxymethyl, and tetrahydropyranyl. Other less preferred R
groups include stearyl, isopropyl, ethyl, and methyl. The most
preferred ester is t-butyl ester.

The ester is preferably substantially neutral as a fully
esterified derivative of an acid, i.e., complete ester, rather than
a partial ester with free acid groups.

The copolymer can contain from about 0.01 to 50%, e.g.
0.1 to 40% or 1 to 30%, especially 5 to 15% (by mole) of
structural units from said ester(s) and 99.99 to 50% e.g. 99.9
t0 60% or 99 to 70% or 95 to 85% (by mole) of structural units
from said polar monomer(s) (please see U.S. Pat. No. 6,192,
986, which is incorporated herein by reference in its entirety).
More preferably, the polar monomer is present in the copoly-
mer in an amount of about 85 to about 95 mole percent with
the ester monomer being present in an amount of from about
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5 to about 15 mole percent. The copolymer may be a block or
non-block copolymer, a regular or random copolymer, or a
graft copolymer whereby the ester units are grafted onto a
polymerized polar monomer, e.g., the ester grafted onto poly-
acrylamide.

In the more preferred compositions of the invention, the
copolymer is formed from at least one polar monomer, pref-
erably from 1 to 3 monomers, and at least one, preferably
from 1 to 3, esters, and comprises structural units derived
from said monomer(s) and ester(s). Most preferably, the
copolymer consists essentially of said structural units.

The copolymer can be produced by conventional methods
for copolymerizing ethylenically unsaturated monomers in
solution, emulsion, or suspension.

(ii1) Other Monomers

In order to slow down the cross-linking of the crosslinkable
polymer composition and increase its gel strength after it is
cross-linked, a copolymer, a terpolymer or tetrapolymer
formed from the above-described polar monomer, with other
monomers such as 2-acrylamido-2methylpropane sulfonic
(AMPS®) acid and its salts, alkali and alkaline earth metal
salts of acrylic acid, alkacrylic acids (for example, meth-
acrylic acid), styrene sulfonic acid, N-vinylpyrrolidone in
addition to or in place of the above described ester can be
substituted for or combined with the above-described copoly-
mer. The terpolymer can contain from about 50 to about 98.9
mole percent of the polar monomer, from about 0.01 to about
50 mole percent of the ester, and from about 1 to about 40
mole percent of the AMPS® or N-vinylpyrrolidone mono-
mer. The tetrapolymer can contain from about 50 to about
97.9 mole percent of the polar monomer, from about 0.01 to
about 50 mole percent of the ester, from about 1 to about 20
mole percent of AMPS®, and from about 1 to about 20 mole
percent of N-vinylpyrrolidone. The terpolymer or tetrapoly-
mer can be a block or non-block polymer, a regular or random
polymer, or a graft polymer. In addition, the solubility,
molecular weight, viscosity, production, and other properties
of the terpolymer or tetrapolymer should generally be as
described above for the copolymer. Examples of such poly-
mers are provided in U.S. Pat. No. 6,176,315, which is incor-
porated by reference in its entirety.

(iv) Water Solubility of Polymer

The water-soluble polymer is soluble in water to the extent
ofat least 10 grams per liter in deionized water at 25° C. More
preferably, the water-soluble polymer is also soluble to the
extent of at least 10 grams per liter in an aqueous sodium
chloride solution of 32 grams sodium chloride per liter of
deionized water at 25° C. If desired, the water-soluble poly-
mer can be mixed with a surfactant to facilitate its solubility
in the water or salt solution utilized. The water-soluble poly-
mer can have an average molecular weight in the range of
from about 50,000 to 20,000,000, most preferably from about
100,000 to about 500,000. A water-soluble polymer having
an average molecular weight of about 50,000 has a viscosity
when dissolved in distilled water in the amount of about 3.6%
by weight of the solution at 19° C. of from about 10 to about
500 centipoise. Preferably, the polymer is shear thinnable,
whereby the viscosity reduces by at least 10% on increasing
shear rate by 10%.

B. Organic Crosslinker

As used herein, a “crosslinker” is a chemical that reacts
with the water-soluble polymer to chemically link by cova-
lent bonds the polymer molecules, which helps increase the
viscosity of the polymer in solution. As used herein, “organic
crosslinker” means that the crosslinker forms covalent bonds
between water-soluble polymer and the crosslinker, not ionic
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bonds. According to the invention, the organic crosslinker for
the water-soluble polymer is an organic compound compris-
ing amine groups.

The crosslinker is water soluble in water to the extent of at
least 10 grams per liter in deionized water at 25° C. More
preferably, the crosslinker is also soluble to the extent of at
least 10 grams per liter in an aqueous sodium chloride solu-
tion of 32 grams sodium chloride per liter deionized water at
25°C.

Preferably, the crosslinker comprising amine groups is a
polymer. More preferably, the organic crosslinker suitable for
use in accordance with this invention is selected from the
group consisting of a polyalkyleneimine, polyfunctional ali-
phatic amine, an aralkylamine, a heteroaralkylamine, polyvi-
nylamine and poly(vinylamine-co-vinylalcohol). Additional
details concerning these polymers and their preparation are
disclosed in U.S. Pat. No. 3,491,049 and U.S. Pat. No. 7,128,
148, the specifications of which are incorporated herein by
reference in its entirety. The preferred polyalkylenep-
olyamines are the polymeric condensates of lower molecular
weight polyalkylenepolyamines and a vicinal dihaloalkane.
The polyalkyleneimines are best illustrated by polymerized
ethyleneimines or propyleneimine. The polyalkylenep-
olyamines are exemplified by polyethylene and polypropyle-
nepolyamines. Other organic crosslinkers which can be used
include water-soluble polyfunctional aliphatic amines,
aralkylamines, and heteroaralkylamines optionally contain-
ing other hetero atoms. Of these, polyethylene imine is most
preferred.

Although less preferred, other organic crosslinkers that are
expected to be suitable for use in accordance with this inven-
tion are metal-ion chelated water-soluble polymers capable
of cross-linking the water-soluble polymer. The organic
crosslinkers may be chelated as described in U.S. Pat. No.
6,196,317, the specification of which is incorporated herein
by reference in its entirety. Particularly suitable such water-
soluble polymeric crosslinkers are chelated polyethylene imi-
nes and polypropylene imines. Of these, chelated polyethyl-
ene imine is the most preferred. As mentioned, by chelating
with a metal ion, the crosslinker is prevented from cross-
linking the copolymer prematurely at high temperatures. That
is, the polyalkylene imine utilized is chelated with a metal ion
selected from the group consisting of zirconium ion, cobalt
ion, nickel ion, ferric ion, titanium IV ion, and copper ion. Of
these, zirconium ion is the most preferred.

C. Lewis Acid as Gelation Retarder

As used herein, a chemical compound is referred to as a
“Lewis acid” if it is capable of accepting a pair of electrons
from an electron pair donor and does not have a tendency to
donate a proton, unlike Bronsted acids.

In an embodiment, the Lewis acid is not a Bronsted acid. A
Bronsted acid is an acid which functions as an acid by donat-
ing a proton to an acceptor molecule (called a Bronsted base),
and a Bronsted base is a base which accepts a proton from a
proton donor molecule (called a Bronsted acid).

Compounds which function as Lewis acids are character-
ized by the presence of either electron deficient central atoms
or central atoms with high formal positive charge in neutral
molecules or by cationic metal ions with high positive charge
capable of accepting at least a pair of electrons from electron
pair donors in salts.

Examples of neutral compounds which function as Lewis
dueto the presence of electron deficient central atoms include
boric acid and boron trifluoride in which the trivalent boron
atom is two electron deficient to reach the stable octet electron
configuration. Examples of neutral compounds which con-
tain central atoms which contain high formal positive charges
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include, but not limited to, sulfur trioxide, sulfur dioxide,
antimony pentachloride, aluminum hydroxide acetate, alumi-
num chloride, and aluminum bromide. Examples of salts
containing metal ions with high positive charges (for
example, +2 to +4) include aluminum (III) sulfate, potassium
aluminum (III) sulfate belonging to the general class of
chemicals known as alums, and tin (IV) tetrachloride and tin
(II) chloride. The Roman numerals in the names of com-
pounds listed represent the positive charges on the metal ion
in the salt. Although transition metal (Groups 3-12 in the
Periodic Table, alternately referred to as d-block metals) salts,
such as those of iron (II1), iron (II), zirconium (I'V), titanium
(IV), nickel (IT) and copper (II) and the like are also capable
of functioning as Lewis acids by accepting electron pairs,
such Lewis acids materials containing transition metal ions
are excluded from this invention. Only salts containing main
group metal ions (Groups 13-16, alternately labeled as
Groups III-VI of Periodic Table, alternately referred to as
p-block metals) constitute the instant invention. Of the dif-
ferent Lewis acids suitable for the invention, neutral trivalent
boron compounds and neutral aluminum compounds and alu-
minum salts are preferred. Of the neutral trivalent boron
compounds, boric acid is most preferred. As used herein,
boric acid is considered to not be a Bronsted acid. Boric acid
acts as a Lewis acid and accepts an electron pair from the
electron pair donating molecules, for example an amine or
ammonia. Of aluminum salts, aluminum sulfate is most pre-
ferred. Itis expected that the Lewis acid used according to the
invention can be a single Lewis acid or it can be any combi-
nation of two or more Lewis acids.

According to a most preferred embodiment, the Lewis acid
is water soluble. These Lewis acids have exhibited the ability
to delay the gelation time of the crosslinkable polymer com-
position (for example, H,Zero™) comprising water-soluble
polymers with amine-containing organic crosslinkers,
wherein the water-soluble polymers comprise a polymer of at
least one non-acidic ethylenically unsaturated polar mono-
mer.

It is expected that this ability of a Lewis acid to delay the
cross-linking by amine-containing cross-linkers will work
with crosslinkable polymer compositions comprising other
water-soluble polymers which can be crosslinked by amine-
containing organic crosslinkers, wherein the water-soluble
polymers comprise a polymer of at least one non-acidic eth-
ylenically unsaturated polar monomer. Without being limited
by theory, it is believed that the Lewis acids bind to electron
pair donating nitrogens of the amine containing cross-linkers
thus making the nitrogens of the cross-linker less available for
cross-linking, or make them available for cross-linking only
at higher temperatures.

It is expected that the weak organic acid used according to
the invention can be a single Lewis acid or it can be any
combination of two or more Lewis acids.

As used herein, a “gelation retarder” is a chemical that
when in a sufficient concentration delays the gelation time of
a crosslinkable polymer composition relative to a similar
composition without such a high concentration of the chemi-
cal. A gelation retarder in such concentration does not prevent
the formation of a crosslinked gel. It is believed that a Lewis
acid functions as a gelation retarder when present in the
composition at much higher concentrations than it would
otherwise be naturally occurring in the water or if added to
such a composition for other purposes. For example, the
Lewis acid should be present in a higher concentration than
would be used for catalytic purposes. Catalytic concentra-
tions can be defined as less than 10 mole % based on the
monomer unit of the crosslinker.
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The Lewis acid as gelation retarder is present in at least an
effective concentration in the crosslinkable polymer compo-
sition such that the gelation time is at least 1 hour when tested
under the estimated treatment conditions for a treatment of a
subterranean formation. More preferably, an otherwise simi-
lar treatment fluid except without the effective concentration
of the gelation retarder would not have the desired gelation
time of at least 1 hour under the same estimated treatment
conditions. A preferred gelation time under the estimated
treatment conditions for a well treatment on a subterranean
formation is usually in the range of about 2 hours to about 4
hours. Accordingly, most preferably, an otherwise similar
treatment fluid except without the effective concentration of
the gelation retarder would not have the desired gelation time
of at least 2 hours under the same estimated treatment condi-
tions.

Preferably, the Lewis acid is water soluble. It is believed
that to be effective as a gelation retarder, the Lewis acid would
be required in a concentration of at least about 20 mole % to
about 70 mole % of the nitrogens, or the nitrogen containing
monomers in the case of polymeric crosslinkers, in the amine
containing cross-linker. As an example, if polyethyleneimine
is used as the organic, amine containing cross-linker, the
amount of boric acid needed would be in the range of 12% to
100% by weight of poyethyleneimine for the boric acid to be
equivalent to the 20 mole % to 70% mole % of the nitrogens
in polyethyleneimine. Preferably, the Lewis acid is present in
a concentration of at least 25 Ib/Mgal (about 0.3% by weight)
of water, however, the concentration of the Lewis acid in the
water of the treatment fluid preferably does not exceed its
solubility in the water. It is important that the Lewis acid
amounts used are not in catalytic amounts, which as used
herein means less than 10 mole % based on the amine groups
of'the cross-linker, because such small amounts accelerate the
cross-linking reaction and shorten the gelation time as shown
for boric acid and polyethyleneimine in U.S. Pat. No. 6,176,
315. It is now unexpectedly found that Lewis acids when used
in quantities significantly larger than catalytic amounts, the
cross-linking reaction is slowed down and the cross-linking
time is extended.

Preferably, a Lewis acid is selected that is generally con-
sidered to be biodegradable, biocompatible and/or not a long-
term environmental pollutant.

D. Water

For downhole use in a well, the treatment fluid of the
invention contains water in which the water-soluble polymer,
the crosslinker, and the Lewis acid are dissolved. Any conve-
nient source of water can be used, so long as it does not
contain components that would adversely effect the compo-
sitions of the invention, such as by causing precipitation. For
example, the water for use in the treatment fluid can be fresh
water, seawater, natural brine, formulated brine, 2% KCI
solution, and any mixture thereof. Formulated brine is manu-
factured by dissolving one or more soluble salts in water,
natural brine, or seawater. Representative soluble salts are the
chloride, bromide, acetate and formate salts of potassium,
sodium, calcium, magnesium and zinc.

Preferably, the treatment fluid is made up just before use by
mixing at least the polymer, the crosslinker, the Lewis acid,
and the water, and then injecting the treatment fluid into the
formation.

E. Other Additives

The well treatment fluid of this invention generally will
contain materials well known in the art to provide various
characteristics of properties to the fluid. Thus, the well treat-
ment fluid can contain one or more viscosifiers or suspending
agents in addition to the water-soluble polymer, surfactants,
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oxygen scavengers, alcohols, scale inhibitors, corrosion
inhibitors, weighting agents, soluble salts, biocides, fungi-
cides, fluid loss control additives such as silica flour, seepage
loss control additives, bridging agents, deflocculants, lubric-
ity additives, shale control additives, pH control additives,
and other additives as desired.

F. Preferred Treatment Fluids

More preferred compositions of this invention are com-
prised of combinations of the more preferred examples of a
water-soluble polymer, an organic crosslinker, a Lewis acid,
and water.

For example, in the more preferred compositions, (a) the
water-soluble polymer is preferably a copolymer of: (i) at
least one non-acidic ethylenically unsaturated polar mono-
mer, and (ii) at least one polymerizable ethylenically unsat-
urated ester. More preferably still, the non-acidic ethyleni-
cally unsaturated polar monomer in the polymer is preferably
an amide of an ethylenically unsaturated carboxylic acid,
most preferably acrylamide. The ethylenically unsaturated
ester in the copolymer is preferably formed of a hydroxyl
compound and an ethylenically unsaturated carboxylic acid
selected from the group of acrylic acid, methacrylic acid,
crotonic acid, and cinnamic acid. The hydroxyl compound is
preferably an alcohol having the formula ROH wherein R is a
group selected from alkyl, alkenyl, cycloalkyl, aryl, arylalkyl,
or an aromatic or heterocyclic group substituted with one or
more groups selected from hydroxyl, ether, and thioether
groups. Most preferably, the ethylenically unsaturated ester
monomer is t-butyl acrylate. Most preferably, the water-
soluble polymer is poly(acrylamide/t-butyl acrylate).

Preferably, the organic crosslinker comprising amine
groups is selected from the group consisting of a polyalkyle-
neimine, polyfunctional aliphatic amine, an aralkylamine,
and a heteroaralkylamine. Most preferably, the organic
crosslinker is polyethylene imine. Preferably, the treatment
fluid does not include a crosslinker that forms ionic bonds
with the water-soluble polymer.

The concentration of water-soluble polymer in the aqueous
composition is preferably from 500 to 100,000 ppm, in par-
ticular 500 to 10,000 ppm for polymers of molecular weight
of at least 1 million, and from 10,000 to 100,000 ppm for
polymers of molecular weight 50,000 to 1 million. Preferably,
the concentration of the crosslinker in the aqueous composi-
tion is from 10 to 50,000 ppm, especially 10 to 1,000 ppm and
1,000 to 50,000 ppm, respectively, for the high and low
molecular weight copolymers.

The presently preferred compositions of this invention are
comprised of a copolymer of acrylamide and t-butyl acrylate
present in an amount of about 3% to about 10% by weight of
the water therein and an organic crosslinker comprised of
polyethylene imine present in the composition in an amount
of about 0.5% to about 4% by weight of water therein. For
example, a preferred composition of this invention can be
comprised of a copolymer of acrylamide and t-butyl acrylate
present in an amount of about 7% by weight of the water
therein and an organic crosslinker comprised of polyethylene
imine present in the composition in an amount of about 1% by
weight of water therein.

According to an embodiment, the crosslinkable polymer
composition preferably has a gelation time of at least about 2
hours when tested at a constant shear rate of 10 1/s, a constant
pressure of 270 psi, and a constant temperature of 250° F.
(121° C.). Preferably, the crosslinkable polymer composition
has a gelation time of less than 100 hours when tested at a
constant shear rate of 10 /s, a constant pressure of 270 psi,
and a constant temperature of 250° F. (121° C.).
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It is to be understood, of course, that without undo experi-
mentation, further examples and even more preferred com-
positions may be determined by the ordinary routineer with
ordinary experimentation within the scope and spirit of the
invention as defined herein.

2. PREFERRED METHODS

In general, the methods of this invention for blocking the
permeability of a portion of a subterranean formation are
comprised of the steps of introducing a treatment fluid com-
prising a crosslinkable polymer composition according to the
invention into the portion of the subterranean formation, and
then allowing the crosslinkable polymer composition to form
a crosslinked gel. Forming the crosslinked gel in the subter-
ranean formation reduces or completely blocks the perme-
ability, whereby fluid flow through that portion is reduced or
terminated.

More particularly, the method for blocking the permeabil-
ity of a portion of a subterranean formation penetrated by a
wellbore, the method comprising the steps of: (a) selecting
the portion of the subterranean formation to be treated; (b)
selecting estimated treatment conditions, wherein the esti-
mated treatment conditions comprise temperature over a
treatment time; (c) forming a treatment fluid that is a
crosslinkable polymer composition comprising: (i) a water-
soluble polymer, wherein the water-soluble polymer com-
prises a polymer of at least one non-acidic ethylenically
unsaturated polar monomer; (ii) an organic crosslinker com-
prising amine groups, wherein the organic crosslinker is
capable of crosslinking the water-soluble polymer; (iii) a
Lewis acid; and (iv) water; (d) selecting the water-soluble
polymer, the crosslinker, the Lewis acid, and the water, and
the proportions thereof, such that the gelation time of the
treatment fluid is at least 1 hour when tested under the esti-
mated treatment conditions; and (e) injecting the treatment
fluid through the wellbore into the portion of the subterranean
formation. Preferably, the step of injecting is under actual
treatment conditions that are within the limits of the estimated
treatment conditions. According to a further embodiment, the
method further comprises the step of allowing the treatment
fluid to gel prior to producing hydrocarbons from or through
the subterranean formation.

The bottomhole temperature of the portion of the subter-
ranean formation to be treated can be equal to or greater than
80°F. (27° C.). Preferably, the bottomhole temperature of the
portion of the subterranean formation to be treated is equal to
or less than 400° F. (204° C.), although higher temperatures
may be possible for certain crosslinkable polymer composi-
tions.

More particularly, these treatment fluids are usually made
up just before use by mixing the water-soluble polymer, the
crosslinker, the gelation retarder, and water, and then inject-
ing the aqueous composition into the formation. The compo-
sition is preferably kept at below 122° F. (50° C.), e.g., below
86° F. (30° C.) before use.

The introduction of these compositions into the subterra-
nean formation may, if desired, be preceded by a pre-cooling
treatment of the portion of the subterranean formation to be
treated, e.g., with cold water to stop premature cross-linking,
but preferably the injection process is performed without
such a pretreatment.

The aqueous compositions may be injected into a forma-
tion via a producing well or via a secondary injection well (for
use with a water flood or squeeze technique), for example.
The aqueous compositions may simply be injected into the
formation, but preferably they are forced into it by pumping.
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The well may be shut in for about 1 hour to about 70 hours,
for example, to allow the gelling to occur, and then production
may be restarted. Preferably, the gelation time of the
crosslinkable polymer composition does not exceed about 6
hours under the estimated treatment conditions. Any substan-
tial flowback from the zone can be delayed for at least the
expected gelation time under actual downhole conditions
after the step of injecting the well treatment fluid into the
zone.

The compositions for use in the methods according to the
invention have the benefit of a low tendency to crosslinking
and gelling in the wellbore (i.e., reduced aggregate build-up)
but rapid cross-linking at the high temperatures of the subter-
ranean formation. They are, therefore, less susceptible to
process handling problems. According to the more preferred
embodiments, the treatment fluids and methods are without
the environmental and other problems associated with the use
of metal crosslinking agents.

3. EXAMPLES

Halliburton Energy Services, Inc. has employed a
crosslinkable polymer system of a copolymer of acrylamide
and t-butyl acrylate, where the crosslinking agent is polyeth-
ylene imine. These materials are commercially available from
Halliburton Energy Services, Inc. as part of the H,Zero™
conformance control service. The H,Zero™ service employs
acombination of HZ-10™ polymer and HZ-20™ crosslinker.
HZ-10™ polymer is a low molecular weight polymer con-
sisting of polyacrylamide and an acrylate ester. More particu-
larly, HZ-10™ polymer is a co-polymer of acrylamide and
t-butyl acrylate (“PAtBA”). The HZ-20™ crosslinker is a
polyethyleneimine (which is not chelated). The H,Zero™
service for conformance control includes mixing the
HZ-10™ with the HZ-20™ crosslinker and injecting the fluid
mixture into a well. Unwanted water intrusion treatment or
seal off in oil or gas producing wells can be addressed by
placing permanent sealing systems like H,Zero™ into the
reservoir. The deeper placement of the sealing polymers is the
key point to assure short and long-term success of the water
control process.

Inhigh temperature environments, the deeper placement of
the sealing HZ-10™ polymer of H,Zero™ service has only
been possible using a carbonate salt based retarder system
like sodium carbonate buffering agent, which has a high
buffered pH for a 1% solution of about pH 10 to about 10.5.
Lab testing of the H,Zero™ system using sodium carbonate
buffering agent with the field water, in some cases depending
on the water source and its hardness, has showed salt precipi-
tation problem due to the carbonate incompatibility or high
pH of the final polymer solution. A high pH of greater than
about 10 is unfortunately in a range for promoting salt pre-
cipitation. Lowering the pH tends to undesirably shorten the
gelation time.

A Lewis acid in replacement of the carbonate based salts
has been tested. Lab testing showed that a Lewis acid works
also as a retarder system for the H,Zero™ service.

Lab testing looking for additional alternatives to replace
carbonate salts as gelation retarder has showed that a Lewis
acid could work as an effective gelation retarder for the
H,Zero™ system at high temperatures.

The retardation effect on gelation time of Lewis acids is
evident from the following experimentation. A crosslinkable
polymer composition was used consisting of 350 gal/Mgal
HZ-10 and 30 gal/Mgal HZ-20 in 2% KCI solution. The
composition was tested with either no gel retarder as a control
or with Lewis acid materials, namely boric acid and alumi-
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num sulfate under conditions of constant temperature of 190°
F. (88° C.), ambient pressure, and static conditions (no shear).
Table 1 summarizes the testing results:

TABLE 1
Gelation Time
Gelation Retarder Ib/Mgal (hrs) @ 190° F.
None Not applicable 7
boric acid 100 11
aluminum sulfate 75 >40
aluminum sulfate 35 18

A Lewis acid as retarder for the crosslinkable polymer
compositions comprising amine containing organic
crosslinkers is believed to be a new approach for avoiding
problems associated with carbonate or formate salt based
retarders.

For comparison, the gelation times for an H,Zero system at
such a high temperature without any added retarder is about 7
hours.

Lewis acid solutions have exhibited the ability to delay the
cross-linking for an H,Zero™ system, which would other-
wise proceed much more quickly under such conditions. In
general, it is believed that a Lewis acid in a concentration of
at least 20 mole % of the nitrogen atoms of the crosslinker
would begin to be effective to delay the gelation time of the
crosslinkable polymer compositions comprising organic
crosslinkers comprising amine groups (for example,
H,Zero™ system). It is expected that these examples of
Lewis acid as a gelation retarder for a crosslinkable polymer
composition can be extrapolated to be useful with any water-
soluble polymer, wherein the water-soluble polymer com-
prises a polymer of at least one non-acidic ethylenically
unsaturated polar monomer and the organic crosslinker com-
prises amine groups.

4. EXAMPLES ARE ILLUSTRATIVE OF
INVENTION

Therefore, the present invention is well adapted to attain
the ends and advantages mentioned as well as those that are
inherent therein. The particular embodiments disclosed
herein are illustrative only, as the present invention may be
modified and practiced in different but equivalent manners
apparent to those skilled in the art having the benefit of the
teachings herein. Furthermore, no limitations are intended to
the details of construction or design herein shown, other than
as described in the claims below. It is, therefore, evident that
the particular illustrative embodiments disclosed above may
be altered or modified and all such variations are considered
within the scope and spirit of the present invention.

While compositions and methods are described in terms of
“comprising,” “containing,” or “including” various compo-
nents or steps, the compositions and methods also can “con-
sistessentially of” or “consist of”’ the various components and
steps. Whenever a numerical range with a lower limit and an
upper limit is disclosed, any number and any included range
falling within the range is specifically disclosed. In particular,
every range of values (of the form, “from about a to about b,”
or, equivalently, “from approximately a to b,” or, equivalently,
“from approximately a to b”) disclosed herein is to be under-
stood to set forth every number and range encompassed
within the broader range of values.

Also, the terms in the claims have their plain, ordinary
meaning unless otherwise explicitly and clearly defined by

the patentee. Moreover, the indefinite articles “a” or “an”, as
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used in the claims, are defined herein to mean one or more
than one of the element that it introduces. If there is any
conflict in the usages of a word or term in this specification
and one or more patent(s) or other documents that may be
incorporated herein by reference, the definitions that are con-
sistent with this specification should be adopted.

What is claimed is:

1. A treatment fluid for use in a subterranean formation, the
treatment fluid comprising:

(a) a water-soluble polymer, wherein the water-soluble
polymer comprises a polymer of at least one non-acidic
ethylenically unsaturated polar monomer;

(b) an organic crosslinker comprising amine groups,
wherein the organic crosslinker is capable of crosslink-
ing the water-soluble polymer;

(¢) boric acid, wherein the boric acid is present in a con-
centration of at least 0.3% by weight (25 Ib/Mgal) of the
water; and

(d) water;

wherein the treatment fluid comprises a crosslinkable poly-
mer composition.

2. The treatment fluid according to claim 1, wherein the
non-acidic ethylenically unsaturated polar monomer is acry-
lamide.

3. The treatment fluid according to claim 1, wherein the
water-soluble polymer comprises:

(1) at least one non-acidic ethylenically unsaturated polar

monomer, and

(i) at least one polymerizable ethylenically unsaturated
ester.

4. The treatment fluid according to claim 1, wherein the

polymerizable ethylenically unsaturated ester is t-butyl ester.

5. The treatment fluid according to claim 1, wherein the
water-soluble polymer is poly(acrylamide/t-butyl acrylate).

6. The treatment fluid according to claim 1, wherein the
water-soluble polymer is soluble in water to an extent of at
least 10 g/l when measured in a sodium chloride solution of
32 g/1 of sodium chloride in deionized water at 25° C.

7. The treatment fluid according to claim 1, wherein the
organic crosslinker is selected from the group consisting of a
polyalkyleneimine, a polyfunctional aliphatic amine, an
aralkylamine, a heteroaralkylamine, and any combination
thereof.

8. The treatment fluid according to claim 1, wherein the
organic crosslinker is a polyalkyleneimine.

9. The treatment fluid according to claim 1, wherein the
organic crosslinker is polyethyleneimine.

10. A treatment fluid for use in a subterranean formation,
wherein the treatment fluid comprises:

(a) a water-soluble polymer comprising a copolymer of:

(1) at least one non-acidic ethylenically unsaturated
polar monomer, and

(ii) at least one polymerizable ethylenically unsaturated
ester;

(b) a polyethylene imine capable of cross-linking the
water-soluble polymer;

(¢) boric acid, wherein the boric acid is present in a con-
centration of at least 0.3% by weight (25 Ib/Mgal) of the
water; and

(d) water;

wherein the treatment fluid is a crosslinkable polymer solu-
tion.

11. A method for blocking the permeability of a portion of

a subterranean formation penetrated by a wellbore, the
method comprising the steps of:

(a) selecting the portion of the subterranean formation to be
treated;
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(b) selecting estimated treatment conditions, wherein the
estimated treatment conditions comprise temperature
over a treatment time;

(c) forming a treatment fluid that is a crosslinkable polymer
composition comprising:

(1) a water-soluble polymer, wherein the water-soluble
polymer comprises a polymer of at least one non-
acidic ethylenically unsaturated polar monomer;

(i1) an organic crosslinker comprising amine groups,
wherein the organic crosslinker is capable of
crosslinking the water-soluble polymer;

(iii) boric acid, wherein the boric acid is present in a
concentration of at least 0.3% by weight (25 1b/Mgal)
of the water; and

(iv) water;

(d) selecting the water-soluble polymer, the crosslinker, the
boric acid, and the water, and the proportions thereof,
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such that the gelation time of the treatment fluid is at
least 1 hour when tested under the estimated treatment
conditions; and

(e) injecting the treatment fluid through the well bore into

the portion of the subterranean formation.

12. The method according to claim 11, wherein the step of
injecting is under actual treatment conditions that are within
the limits of the estimated treatment conditions.

13. The method according to claim 11, further comprising
the step of:

allowing the treatment fluid to gel in the formation.

14. The method according to claim 13, further comprises,
after the step of allowing, the step of producing hydrocarbons
from or through the subterranean formation.

15. The method according to claim 11, wherein the step of
injecting further comprises injecting the treatment fluid into
the matrix of the formation.
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